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INSTALLATION INSTRUCTIONS OF NON-GREASABLE BUSHINGS FOR FIRMING/PRESS AND CLOSING PIVOTS

AANG63P - ProSeries
AANG62 - 60/90 Series
Press/firming wheel bushing kit

AANG84P — ProSeries ~ AA8430S
AANGS6 — 60/90 Series Closing wheel washer

i i i Required for AANGS6 kit
Closing wheel bushing kit equired for i

Preparation: ensure all internal surfaces are cleaned and free from residual material

If using the installation tool (available separately), place one bushing onto the shaft until it is resting
on the first shoulder as indicated below.

First shoulder Second shoulder

Pivot bushing

Bushing in position

Bushing Installation tool

Bushing Installation

Insert the tool into one side of the pivot and drive the first bushing halfway* into the pivot. Repeat the same
process on the other side of the pivot and drive this second bushing all the way into place. The second
shoulder of the tool will be hard against the opener arm when in the correct position. Return to the first
side and drive the first bushing into place as well.

*The half-inserted first bush acts as a guide for the tool when installing the second bush and ensures straight
installation
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Seal Installation

Mount one seal onto the shaft of the bushing installation tool as per pictured below.

Seal Outer face

Drive seal home to 1.5mm (1/16”) below the outer
cast surface.

Seal in the fully inserted position.

Sleeve Installation

The sleeve should now slide into position.

North American Distributor P

S  1-855-752-5525
JHUNDERSTRUCK

AgM”IPM[”T Email: info@thunderstrucksales.com

For more great products from Aricks Australia visit our website

www.aricks.com.au



mailto:info@thunderstrucksales.com?subject=Aricks%20enquiry

